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CORRIGENDUM 1 
to the printed RID 2015 edition 

 
 

Note: The corrections listed in this corrigendum are taken into account in the online edition 
of RID 2015. 

 
 
Chapter 1.4 
 
1.4.2.1.1 In paragraph (c), replace "demountable tanks" by: 

 
"wagons with demountable tanks". 

 
Chapter 1.6 
 
1.6.1.28 [The amendment in the French version does not apply to the English text.] 
 
1.6.1.37 Replace "1 January 2018" by: 

 
"31 December 2017". 

 
Chapter 1.8 
 
1.8.6.4.1 [The amendment in the French version does not apply to the English text.] 
 
1.8.7.1.2 [The amendment in the German version does not apply to the English text.] 
 
Chapter 3.2 
Table A  

UN No. Col-
umn 

Amendment 

2212 (6) Insert: 
"542". 

2590 (6) Delete: 
"542". 
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Chapter 3.2 
Table B 

[The amendment in the German version does not apply to the English text.] 
 
Chapter 4.1 
 
4.1.4.1 Before packing instruction P 903a, insert the following packing instruction: 
" 
P 903 PACKING INSTRUCTION P 903 

This instruction applies to UN Nos. 3090, 3091, 3480 and 3481. 

The following packagings are authorized provided that the general provisions of 4.1.1 and 4.1.3 are met: 

(1) For cells and batteries: 

Drums (1A2, 1B2, 1N2, 1H2, 1D, 1G); 

Boxes (4A, 4B, 4N, 4C1, 4C2, 4D, 4F, 4G, 4H1, 4H2); 

Jerricans (3A2, 3B2, 3H2). 

Cells or batteries shall be packed in packagings so that the cells or batteries are protected against damage that 
may be caused by the movement or placement of the cells or batteries within the packaging. 

Packagings shall conform to the packing group II performance level. 

(2) In addition for cells or batteries with a gross mass of 12 kg or more employing a strong, impact resistant outer 
casing, and assemblies of such cells or batteries: 

(a) Strong outer packagings; 

(b) Protective enclosures (e.g., fully enclosed or wooden slatted crates); or 

(c) Pallets or other handling devices. 

Cells or batteries shall be secured to prevent inadvertent movement, and the terminals shall not support the weight 
of other superimposed elements. 

Packagings need not meet the requirements of 4.1.1.3. 

(3) For cells or batteries packed with equipment: 

Packagings conforming to the requirements in paragraph (1) of this packing instruction, then placed with the 
equipment in an outer packaging; or 

Packagings that completely enclose the cells or batteries, then placed with equipment in a packaging conforming 
to the requirements in paragraph (1) of this packing instruction. 

The equipment shall be secured against movement within the outer packaging. 

For the purpose of this packing instruction, "equipment" means apparatus requiring the lithium metal or lithium ion 
cells or batteries with which it is packed for its operation. 

(4) For cells or batteries contained in equipment: 

Strong outer packagings constructed of suitable material, and of adequate strength and design in relation to the 
packaging capacity and its intended use. They shall be constructed in such a manner as to prevent accidental op-
eration during carriage. Packagings need not meet the requirements of 4.1.1.3. 

Large equipment can be offered for carriage unpackaged or on pallets when the cells or batteries are afforded 
equivalent protection by the equipment in which they are contained. 

Devices such as radio frequency identification (RFID) tags, watches and temperature loggers, which are not capa-
ble of generating a dangerous evolution of heat, may be carried when intentionally active in strong outer packag-
ings. 

 
Additional requirement 

Cells or batteries shall be protected against short circuit. 

" 
 
Chapter 4.2 
 
4.2.5.1.1 [The amendment in the French version does not apply to the English text.] 
 
Chapter 4.4 In the Note, replace "vacuum-operated waste containers" by: 

 
"vacuum-operated waste tanks". 

 



 

3 

Chapter 5.2 
 
5.2.1.7.5 Replace "paragraphs 5.1.5.2.1, 6.4.22.1 to 6.4.22.4, 6.4.23.4 to 6.4.23.7 and 

6.4.24.2" by: 
 
"paragraphs 1.6.6.2.1, 5.1.5.2.1, 6.4.22.1 to 6.4.22.4 and 6.4.23.4 to 6.4.23.7". 

 
Chapter 6.2 
 
6.2.2.2 In the title of the first standard (ISO 11114-1:2012), replace "Transportable gas cyl-

inders" by: 
 
"Gas cylinders". 

 
In the title of the second standard (ISO 11114-2:2000), replace "Gas cylinders" by: 
 
"Transportable gas cylinders" 

 
6.2.2.11 [The amendment in the French version does not apply to the English text.] 
 
6.2.3.6.1 [The amendment in the French version does not apply to the English text.] 
 
Chapter 6.7 [The amendment in the French version does not apply to the English text.] 
 
Chapter 6.8 
 
6.8.2.4.6 [The amendment in the French version does not apply to the English text.] 
 
6.8.4 (c) 
et (d)  [The amendment in the French version does not apply to the English text.] 
 

_________ 


