# Table of Contents

## Part 1  General requirements

1.1  **Scope and applicability**  
1.1.1  Structure  
1.1.2  Scope  
1.1.3  Exemptions  
1.1.3.1  Exemptions related to the nature of the transport operation  
1.1.3.2  Exemptions related to the carriage of gases  
1.1.3.3  Exemptions related to the carriage of liquid fuels  
1.1.3.4  Exemptions related to special provisions or to dangerous goods packed in limited or excepted quantities  
1.1.3.5  Exemptions related to empty uncleaned packagings  
1.1.3.6  Total maximum permissible quantity per wagon or large container  
1.1.3.7  **Exemptions related to the carriage of lithium batteries**  
1.1.4  Applicability of other regulations  
1.1.4.1  General  
1.1.4.2  Carriage in a transport chain including maritime or air carriage  
1.1.4.3  Use of IMO type portable tanks approved for maritime transport  
1.1.4.4  Piggyback transport  
1.1.4.5  Carriage other than by rail  

1.2  **Definitions and units of measurement**  
1.2.1  Definitions  
1.2.2  Units of measurement  

1.3  **Training of persons involved in the carriage of dangerous goods**  
1.3.1  Scope and applicability  
1.3.2  Nature of the training  
1.3.2.1  General awareness training  
1.3.2.2  Function-specific training  
1.3.2.3  Safety training  
1.3.3  Documentation  

1.4  **Safety obligations of the participants**  
1.4.1  General safety measures  
1.4.2  Obligations of the main participants
1.4.2.1 Consignor
1.4.2.2 Carrier
1.4.2.3 Consignee
1.4.3 Obligations of the other participants
1.4.3.1 Loader
1.4.3.2 Packer
1.4.3.3 Filler
1.4.3.4 Tank-container/portable tank operator
1.4.3.5 Tank-wagon operator
1.4.3.6 Railway infrastructure manager

1.5 Derogations
1.5.1 Temporary derogations
1.5.2 Military consignments

1.6 Transitional measures
1.6.1 General
1.6.2 Pressure receptacles and receptacles for Class 2
1.6.3 Tank-wagons and battery-wagons
1.6.4 Tank-containers, portable tanks and MEGCs
1.6.5 (Reserved)
1.6.6 Class 7
1.6.6.1 Packages not requiring competent authority approval of design under the 1985 and 1985 (as amended 1990) editions of IAEA Safety Series No. 6
1.6.6.2 Packages approved under the 1973, 1973 (as amended), 1985 and 1985 (as amended 1990) editions of IAEA Safety Series No. 6
1.6.6.3 Special form radioactive material approved under the 1973, 1973 (as amended), 1985 and 1985 (as amended 1990) Editions of IAEA Safety Series No. 6

1.7 General requirements concerning Class 7
1.7.1 Scope and application
1.7.2 Radiation protection programme
1.7.3 Quality assurance
1.7.4 Special arrangement
1.7.5 Radioactive material possessing other dangerous properties
1.7.6 Non-compliance
<table>
<thead>
<tr>
<th>Section</th>
<th>Title</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.8</td>
<td>Checks and other support measures to ensure compliance with safety requirements</td>
<td>1-38</td>
</tr>
<tr>
<td>1.8.1</td>
<td>Administrative controls of dangerous goods</td>
<td>1-38</td>
</tr>
<tr>
<td>1.8.2</td>
<td>Mutual administrative support</td>
<td>1-38</td>
</tr>
<tr>
<td>1.8.3</td>
<td>Safety adviser</td>
<td>1-38</td>
</tr>
<tr>
<td>1.8.4</td>
<td>List of competent authorities and bodies designated by them</td>
<td>1-42</td>
</tr>
<tr>
<td>1.8.5</td>
<td>Notifications of occurrences involving dangerous goods</td>
<td>1-42</td>
</tr>
<tr>
<td>1.8.6</td>
<td>Administrative controls for application of the conformity assessments, periodic inspections, and exceptional checks described in 1.8.7</td>
<td>1-48</td>
</tr>
<tr>
<td>1.8.7</td>
<td>Procedures for conformity assessment and periodic inspection</td>
<td>1-48</td>
</tr>
<tr>
<td>1.9</td>
<td>Restrictions on carriage imposed by the competent authorities</td>
<td>1-53</td>
</tr>
<tr>
<td>1.10</td>
<td>Security provisions</td>
<td>1-54</td>
</tr>
<tr>
<td>1.10.1</td>
<td>General provisions</td>
<td>1-54</td>
</tr>
<tr>
<td>1.10.2</td>
<td>Security training</td>
<td>1-54</td>
</tr>
<tr>
<td>1.10.3</td>
<td>Provisions for high consequence dangerous goods</td>
<td>1-54</td>
</tr>
<tr>
<td>1.11</td>
<td>Internal emergency plans for marshalling yards</td>
<td>1-57</td>
</tr>
</tbody>
</table>
Part 2  Classification

2.1  General provisions

2.1.1  Introduction 2-1
2.1.2  Principles of classification 2-1
2.1.3  Classification of substances, including solutions and mixtures (such as preparations and wastes), not mentioned by name 2-2
2.1.4  Classification of samples 2-6

2.2  Class specific provisions 2-7

2.2.1  Class 1: Explosive substances and articles 2-7
2.2.1.1  Criteria 2-7
2.2.1.2  Substances and articles not accepted for carriage 2-23
2.2.1.3  List of collective entries 2-24
2.2.2  Class 2: Gases 2-25
2.2.2.1  Criteria 2-25
2.2.2.2  Gases not accepted for carriage 2-28
2.2.2.3  List of collective entries 2-28
2.2.3  Class 3: Flammable liquids 2-31
2.2.3.1  Criteria 2-31
2.2.3.2  Substances not accepted for carriage 2-32
2.2.3.3  List of collective entries 2-33
2.2.41  Class 4.1: Flammable solids, self-reactive substances and solid desensitized explosives 2-35
2.2.41.1  Criteria 2-35
2.2.41.2  Substances not accepted for carriage 2-38
2.2.41.3  List of collective entries 2-39
2.2.41.4  List of currently assigned self-reactive substances in packagings 2-41
2.2.42  Class 4.2: Substances liable to spontaneous combustion 2-44
2.2.42.1  Criteria 2-44
2.2.42.2  Substances not accepted for carriage 2-45
2.2.42.3  List of collective entries 2-45
2.2.43  Class 4.3: Substances which, in contact with water, emit flammable gases 2-47
2.2.43.1  Criteria 2-47
2.2.43.2  Substances not accepted for carriage 2-48
2.2.43.3  List of collective entries 2-48
2.2.51  Class 5.1: Oxidizing substances 2-50
2.2.51.1  Criteria 2-50
2.2.51.2  Substances not accepted for carriage 2-51
2.2.51.3 List of collective entries 2-52
2.2.52 Class 5.2: Organic peroxides 2-53
2.2.52.1 Criteria 2-53
2.2.52.2 Substances not accepted for carriage 2-54
2.2.52.3 List of collective entries 2-55
2.2.52.4 List of currently assigned organic peroxides in packagings 2-55
2.2.61 Class 6.1: Toxic substances 2-70
2.2.61.1 Criteria 2-70
2.2.61.2 Substances not accepted for carriage 2-74
2.2.61.3 List of collective entries 2-75
2.2.62 Class 6.2: Infectious substances 2-81
2.2.62.1 Criteria 2-81
2.2.62.2 Substances not accepted for carriage 2-85
2.2.62.3 List of collective entries 2-85
2.2.7 Class 7: Radioactive material 2-86
2.2.7.1 Definitions 2-86
2.2.7.2 Classification 2-87
2.2.7.2.1 General provisions 2-87
2.2.7.2.2 Determination of activity levels 2-87
2.2.7.2.3 Determination of other material characteristics 2-98
2.2.7.2.4 Classification of packages or unpacked material 2-101
2.2.7.2.5 Special arrangements 2-103
2.2.8 Class 8: Corrosive substances 2-104
2.2.8.1 Criteria 2-104
2.2.8.2 Substances not accepted for carriage 2-105
2.2.8.3 List of collective entries 2-106
2.2.9 Class 9: Miscellaneous dangerous substances and articles 2-109
2.2.9.1 Criteria 2-109
2.2.9.2 Substances and articles not accepted for carriage 2-118
2.2.9.3 List of entries 2-118

2.3 Test methods 2-120
2.3.0 General 2-120
2.3.1 Exudation test for blasting explosives of Type A 2-120
2.3.2 Tests relating to nitrated cellulose mixtures of Class 4.1 2-121
2.3.3 Tests relating to flammable liquids of Classes 3, 6.1 and 8 2-122
2.3.3.1 Test for determining flash-point 2-122
2.3.3.2 Test for determining peroxide content 2-123
2.3.4 Test for determining fluidity 2-124
2.3.5 Classification of organometallic substances in classes 4.2 and 4.3 2-126
Part 3 Dangerous goods lists, special provisions and exemptions related to limited and excepted quantities

3.1 General
3.1.1 Introduction
3.1.2 Proper shipping name

3.2 Dangerous goods lists
3.2.1 Table A: Dangerous goods list – Explanations

Table A: List of dangerous goods in UN number order
Table B: Alphabetical list of dangerous goods

3.3 Special provisions applicable to certain articles or substances

3.4 Dangerous goods packed in limited quantities

3.5 Dangerous goods packed in excepted quantities
3.5.1 Excepted quantities
3.5.2 Packagings
3.5.3 Tests for packages
3.5.4 Marking of packages
3.5.5 Maximum number of packages in any wagon or container
3.5.6 Documentation
<table>
<thead>
<tr>
<th>4.1</th>
<th>Use of packagings, including intermediate bulk containers (IBCs) and large packagings</th>
<th>4.1-1</th>
</tr>
</thead>
<tbody>
<tr>
<td>4.1.1</td>
<td>General requirements for the packing of dangerous goods in packagings, including IBCs and large packagings</td>
<td>4.1-1</td>
</tr>
<tr>
<td>4.1.2</td>
<td>Additional general provisions for the use of IBCs</td>
<td>4.1-26</td>
</tr>
<tr>
<td>4.1.3</td>
<td>General provisions concerning packing instructions</td>
<td>4.1-26</td>
</tr>
<tr>
<td>4.1.4</td>
<td>List of packing instructions</td>
<td>4.1-30</td>
</tr>
<tr>
<td>4.1.4.1</td>
<td>Packing instructions concerning the use of packagings (except IBCs and large packagings)</td>
<td>4.1-97</td>
</tr>
<tr>
<td>4.1.4.2</td>
<td>Packing instructions concerning the use of IBCs</td>
<td>4.1-101</td>
</tr>
<tr>
<td>4.1.4.3</td>
<td>Packing instructions concerning the use of large packagings</td>
<td>4.1-104</td>
</tr>
<tr>
<td>4.1.5</td>
<td>Special packing provisions for goods of Class 1</td>
<td>4.1-107</td>
</tr>
<tr>
<td>4.1.6</td>
<td>Special packing provisions for goods of Class 2 and goods of other classes assigned to packing instruction P200</td>
<td>4.1-107</td>
</tr>
<tr>
<td>4.1.7</td>
<td>Special packing provisions for organic peroxides of Class 5.2 and self-reactive substances of Class 4.1</td>
<td>4.1-108</td>
</tr>
<tr>
<td>4.1.7.1</td>
<td>Use of packagings</td>
<td>4.1-109</td>
</tr>
<tr>
<td>4.1.7.2</td>
<td>Use of intermediate bulk containers</td>
<td>4.1-109</td>
</tr>
<tr>
<td>4.1.8</td>
<td>Special packing provisions for infectious substances of Class 6.2</td>
<td>4.1-110</td>
</tr>
<tr>
<td>4.1.9</td>
<td>Special packing provisions for Class 7</td>
<td>4.1-111</td>
</tr>
<tr>
<td>4.1.9.1</td>
<td>General</td>
<td>4.1-111</td>
</tr>
<tr>
<td>4.1.9.2</td>
<td>Requirements and controls for carriage of LSA material and SCO</td>
<td>4.1-111</td>
</tr>
<tr>
<td>4.1.9.3</td>
<td>Packages containing fissile material</td>
<td>4.1-111</td>
</tr>
<tr>
<td>4.1.10</td>
<td>Special provisions for mixed packing</td>
<td>4.1-111</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>4.2</th>
<th>Use of portable tanks and UN multiple-element gas containers (MEGCs)</th>
<th>4.2-1</th>
</tr>
</thead>
<tbody>
<tr>
<td>4.2.1</td>
<td>General provisions for the use of portable tanks for the carriage of substances of Classes 1 and 3 to 9</td>
<td>4.2-1</td>
</tr>
<tr>
<td>4.2.2</td>
<td>General provisions for the use of portable tanks for the carriage of non-refrigerated liquefied gases</td>
<td>4.2-4</td>
</tr>
<tr>
<td>4.2.3</td>
<td>General provisions for the use of portable tanks for the carriage of refrigerated liquefied gases</td>
<td>4.2-5</td>
</tr>
<tr>
<td>4.2.4</td>
<td>General provisions for the use of UN multiple-element gas containers (MEGCs)</td>
<td>4.2-6</td>
</tr>
<tr>
<td>4.2.5</td>
<td>Portable tank instructions and special provisions</td>
<td>4.2-7</td>
</tr>
<tr>
<td>4.2.5.1</td>
<td>General</td>
<td>4.2-7</td>
</tr>
<tr>
<td>4.2.5.2</td>
<td>Portable tank instructions</td>
<td>4.2-7</td>
</tr>
<tr>
<td>4.2.5.3</td>
<td>Portable tank special provisions</td>
<td>4.2-16</td>
</tr>
</tbody>
</table>
4.3 Use of tank-wagons, demountable tanks, tank-containers and tank swap bodies with shells made of metallic materials, and battery-wagons and multiple-element gas containers (MEGCs)

4.3.1 Scope

4.3.2 Provisions applicable to all classes

4.3.2.1 Use

4.3.2.2 Degree of filling

4.3.2.3 Operation

4.3.2.4 Empty tanks, battery-wagons and MEGCs, uncleaned

4.3.3 Special provisions applicable to Class 2

4.3.3.1 Coding and hierarchy of tanks

4.3.3.2 Filling conditions and test pressures

4.3.3.3 Operation

4.3.3.4 Provisions for the loading of liquid gas tank-wagons

4.3.4 Special provisions applicable to Classes 3 to 9

4.3.4.1 Coding, rationalized approach and hierarchy of tanks

4.3.4.2 General provisions

4.3.5 Special provisions

4.4 Use of fibre-reinforced plastics (FRP) tank-containers including tank swap bodies

4.4.1 General

4.4.2 Operation

4.5 Use of vacuum-operated waste tanks

4.5.1 Use

4.5.2 Operation
### Part 5  Consignment procedures

#### 5.1 General provisions
- 5.1.1 Application and general provisions
- 5.1.2 Use of overpacks
- 5.1.3 Empty uncleaned packagings (including IBCs and large packagings), tanks, wagons and containers for carriage in bulk
- 5.1.4 Mixed packing
- 5.1.5 General provisions for Class 7
- 5.1.5.1 Approval of shipments and notification
- 5.1.5.2 Certificates issued by the competent authority
- 5.1.5.3 Determination of transport index (TI) and criticality safety index (CSI)
- 5.1.5.4 Summary of approval and prior notification requirements

#### 5.2 Marking and labelling
- 5.2.1 Marking of packages
- 5.2.2 Labelling of packages
- 5.2.2.1 Labelling provisions
- 5.2.2.2 Provisions for labels

#### 5.3 Placarding and marking
- 5.3.1 Placarding
- 5.3.1.1 General provisions
- 5.3.1.2 Placarding of large containers, MEGCs, tank-containers and portable tanks
- 5.3.1.3 Placarding of wagons carrying large containers, MEGCs, tank-containers or portable tanks and of wagons used for piggyback transport
- 5.3.1.4 Placarding of wagons for carriage in bulk, tank-wagons, battery-wagons and wagons with demountable tanks
- 5.3.1.5 Placarding of wagons carrying packages only
- 5.3.1.6 Placarding of empty tank-wagons, battery-wagons, MEGCs, tank-containers, portable tanks and empty wagons and large containers for carriage in bulk
- 5.3.1.7 Specifications for placards
- 5.3.2 Orange-coloured plate marking
- 5.3.2.1 General orange-coloured plate marking provisions
- 5.3.2.2 Specifications for the orange-coloured plates
- 5.3.2.3 Meaning of hazard identification numbers
- 5.3.3 Mark for elevated temperature substances
- 5.3.4 Shunting labels conforming to Models 13 and 15
- 5.3.4.1 General provisions
5.3.4.2 Description of shunting labels conforming to Models 13 and 15
5.3.5 Orange band
5.3.6 Environmentally hazardous substance mark

5.4 Documentation
5.4.1 Dangerous goods transport document and related information
5.4.1.1 General information required in the transport document
5.4.1.2 Additional or special information required for certain classes
5.4.1.3 (Reserved)
5.4.1.4 Format and language to be used
5.4.1.5 Non-dangerous goods
5.4.2 Container packing certificate
5.4.3 (Reserved)
5.4.4 Example of a multimodal dangerous goods form

5.5 Special provisions
5.5.1 (Deleted)
5.5.2 Special provisions for fumigated wagons, containers and tanks
Part 6  Requirements for the construction and testing of packagings, intermediate bulk containers (IBCs), large packagings and tanks

6.1  Requirements for the construction and testing of packagings

6.1.1  General

6.1.2  Code for designating types of packagings

6.1.3  Marking

6.1.4  Requirements for packagings

6.1.4.1  Steel drums

6.1.4.2  Aluminium drums

6.1.4.3  Drums of metal other than aluminium or steel

6.1.4.4  Steel or aluminium jerricans

6.1.4.5  Plywood drums

6.1.4.6  (Deleted)

6.1.4.7  Fibre drums

6.1.4.8  Plastics drums and jerricans

6.1.4.9  Boxes of natural wood

6.1.4.10  Plywood boxes

6.1.4.11  Reconstituted wood boxes

6.1.4.12  Fibreboard boxes

6.1.4.13  Plastics boxes

6.1.4.14  Steel or aluminium boxes

6.1.4.15  Textile bags

6.1.4.16  Woven plastics bags

6.1.4.17  Plastics film bags

6.1.4.18  Paper bags

6.1.4.19  Composite packagings (plastics material)

6.1.4.20  Composite packagings (glass, porcelain or stoneware)

6.1.4.21  Combination packagings

6.1.4.22  Light gauge metal packagings

6.1.5  Test requirements for packagings

6.1.5.1  Performance and frequency of tests

6.1.5.2  Preparation of packagings for testing

6.1.5.3  Drop test

6.1.5.4  Leakproofness test

6.1.5.5  Internal pressure (hydraulic) test

6.1.5.6  Stacking test
6.1.5.7 Supplementary permeability test for plastics drums and jerricans in accordance with 6.1.4.8 and for composite packagings (plastics material) in accordance with 6.1.4.19 intended for the carriage of liquids having a flash-point ≤ 60 °C, other than 6HA1 packagings

6.1.5.8 Test Report

6.1.6 Standard liquids for verifying the chemical compatibility testing of polyethylene packagings, including IBCs, in accordance with 6.1.5.2.6 and 6.5.6.3.5, respectively

6.2 Requirements for the construction and testing of pressure receptacles, aerosol dispensers, small receptacles containing gas (gas cartridges) and fuel cell cartridges containing liquefied flammable gas

6.2.1 General requirements

6.2.1.1 Design and construction

6.2.1.2 Materials

6.2.1.3 Service equipment

6.2.1.4 Approval of pressure receptacles

6.2.1.5 Initial inspection and test

6.2.1.6 Periodic inspection and test

6.2.1.7 Requirements for manufacturers

6.2.1.8 Requirements for inspection bodies

6.2.2 Requirements for UN pressure receptacles

6.2.2.1 Design, construction and initial inspection and test

6.2.2.2 Materials

6.2.2.3 Service equipment

6.2.2.4 Periodic inspection and test

6.2.2.5 Conformity assessment system and approval for manufacture of pressure receptacles

6.2.2.6 Approval system for periodic inspection and test of pressure receptacles

6.2.2.7 Marking of refillable UN pressure receptacles

6.2.2.8 Marking of non-refillable UN pressure receptacles

6.2.2.9 Equivalent procedures for conformity assessment and periodic inspection and test

6.2.3 General requirements for non-UN pressure receptacles

6.2.3.1 Design and construction

6.2.3.2 (Reserved)

6.2.3.3 Service equipment

6.2.3.4 Initial inspection and test

6.2.3.5 Periodic inspection and test

6.2.3.6 Approval of pressure receptacles

6.2.3.7 Requirements for manufacturers

6.2.3.8 Requirements for inspection bodies

6.2.3.9 Marking of refillable pressure receptacles
6.2.3.10 Marking of non-refillable pressure receptacles

6.2.4 Requirements for non-UN pressure receptacles designed, constructed and tested according to standards

6.2.5 Requirements for non-UN pressure receptacles not designed, constructed and tested according to standards

6.2.5.1 Materials

6.2.5.2 Service equipment

6.2.5.3 Metal cylinders, tubes, pressure drums and bundles of cylinders

6.2.5.4 Additional provisions relating to aluminium-alloy pressure receptacles for compressed gases, liquefied gases, dissolved gases and non pressurized gases subject to special requirements (gas samples) as well as articles containing gas under pressure other than aerosol dispensers and small receptacles containing gas (gas cartridges)

6.2.5.5 Pressure receptacles in composite materials

6.2.5.6 Closed cryogenic receptacles

6.2.6 General requirements for aerosol dispensers, small receptacles containing gas (gas cartridges) and fuel cell cartridges containing liquefied flammable gas

6.2.6.1 Design and construction

6.2.6.2 Hydraulic pressure test

6.2.6.3 Tightness (leakproofness) test

6.2.6.4 Reference to standards

6.3 Requirements for the construction and testing of packagings for class 6.2 infectious substances of Category A

6.3.1 General

6.3.2 Requirements for packagings

6.3.3 Code for designating types of packagings

6.3.4 Marking

6.3.5 Test requirements for packagings

6.4 Requirements for the construction, testing and approval of packages and material of class 7

6.4.1 (Reserved)

6.4.2 General requirements

6.4.3 (Reserved)

6.4.4 Requirements for excepted packages

6.4.5 Requirements for Industrial packages

6.4.6 Requirements for packages containing uranium hexafluoride

6.4.7 Requirements for Type A packages

6.4.8 Requirements for Type B(U) packages

6.4.9 Requirements for Type B(M) packages

6.4.10 Requirements for Type C packages
<table>
<thead>
<tr>
<th>Section</th>
<th>Requirement</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>6.4.11</td>
<td>Requirements for packages containing fissile material</td>
<td>6.4-6</td>
</tr>
<tr>
<td>6.4.12</td>
<td>Test procedures and demonstration of compliance</td>
<td>6.4-7</td>
</tr>
<tr>
<td>6.4.13</td>
<td>Testing the integrity of the containment system and shielding and evaluating criticality safety</td>
<td>6.4-8</td>
</tr>
<tr>
<td>6.4.14</td>
<td>Target for drop tests</td>
<td>6.4-8</td>
</tr>
<tr>
<td>6.4.15</td>
<td>Tests for demonstrating ability to withstand normal conditions of carriage</td>
<td>6.4-8</td>
</tr>
<tr>
<td>6.4.16</td>
<td>Additional tests for Type A packages designed for liquids and gases</td>
<td>6.4-9</td>
</tr>
<tr>
<td>6.4.17</td>
<td>Tests for demonstrating ability to withstand accident conditions in carriage</td>
<td>6.4-9</td>
</tr>
<tr>
<td>6.4.18</td>
<td>Enhanced water immersion test for Type B(U) and Type B(M) packages containing more than $10^5$ $A_2$ and Type C packages</td>
<td>6.4-10</td>
</tr>
<tr>
<td>6.4.19</td>
<td>Water leakage test for packages containing fissile material</td>
<td>6.4-10</td>
</tr>
<tr>
<td>6.4.20</td>
<td>Tests for Type C packages</td>
<td>6.4-10</td>
</tr>
<tr>
<td>6.4.21</td>
<td>Inspections for packagings designed to contain 0.1 kg or more of uranium hexafluoride</td>
<td>6.4-10</td>
</tr>
<tr>
<td>6.4.22</td>
<td>Approvals of package designs and materials</td>
<td>6.4-11</td>
</tr>
<tr>
<td>6.4.23</td>
<td>Applications and approvals for radioactive material carriage</td>
<td>6.4-12</td>
</tr>
</tbody>
</table>

**6.5 Requirements for the construction and testing of intermediate bulk containers (IBCs)**

<table>
<thead>
<tr>
<th>Section</th>
<th>Requirement</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>6.5.1</td>
<td>General requirements</td>
<td>6.5-1</td>
</tr>
<tr>
<td>6.5.1.1</td>
<td>Scope</td>
<td>6.5-1</td>
</tr>
<tr>
<td>6.5.1.2</td>
<td>(Reserved)</td>
<td></td>
</tr>
<tr>
<td>6.5.1.3</td>
<td>(Reserved)</td>
<td></td>
</tr>
<tr>
<td>6.5.1.4</td>
<td>Designatory code system for IBCs</td>
<td>6.5-1</td>
</tr>
<tr>
<td>6.5.2</td>
<td>Marking</td>
<td>6.5-3</td>
</tr>
<tr>
<td>6.5.2.1</td>
<td>Primary marking</td>
<td>6.5-3</td>
</tr>
<tr>
<td>6.5.2.2</td>
<td>Additional marking</td>
<td>6.5-4</td>
</tr>
<tr>
<td>6.5.2.3</td>
<td>Conformity to design type</td>
<td>6.5-5</td>
</tr>
<tr>
<td>6.5.3</td>
<td>Construction requirements</td>
<td>6.5-5</td>
</tr>
<tr>
<td>6.5.3.1</td>
<td>General requirements</td>
<td>6.5-5</td>
</tr>
<tr>
<td>6.5.4</td>
<td>Testing, certification and inspection</td>
<td>6.5-5</td>
</tr>
<tr>
<td>6.5.5</td>
<td>Specific requirements for IBCs</td>
<td>6.5-6</td>
</tr>
<tr>
<td>6.5.5.1</td>
<td>Specific requirements for metal IBCs</td>
<td>6.5-6</td>
</tr>
<tr>
<td>6.5.5.2</td>
<td>Specific requirements for flexible IBCs</td>
<td>6.5-7</td>
</tr>
<tr>
<td>6.5.5.3</td>
<td>Specific requirements for rigid plastics IBCs</td>
<td>6.5-8</td>
</tr>
<tr>
<td>6.5.5.4</td>
<td>Specific requirements for composite IBCs with plastics inner receptacles</td>
<td>6.5-9</td>
</tr>
<tr>
<td>6.5.5.5</td>
<td>Specific requirements for fibreboard IBCs</td>
<td>6.5-10</td>
</tr>
<tr>
<td>6.5.5.6</td>
<td>Specific requirements for wooden IBCs</td>
<td>6.5-11</td>
</tr>
<tr>
<td>6.5.6</td>
<td>Test requirements for IBCs</td>
<td>6.5-12</td>
</tr>
<tr>
<td>6.5.6.1</td>
<td>Performance and frequency of tests</td>
<td>6.5-12</td>
</tr>
<tr>
<td>6.5.6.2</td>
<td>Design type tests</td>
<td>6.5-12</td>
</tr>
</tbody>
</table>
6.5.6.3 Preparation of IBCs for testing 6.5-12
6.5.6.4 Bottom lift test 6.5-14
6.5.6.5 Top lift test 6.5-14
6.5.6.6 Stacking test 6.5-14
6.5.6.7 Leakproofness test 6.5-15
6.5.6.8 Internal pressure (hydraulic) test 6.5-15
6.5.6.9 Drop test 6.5-16
6.5.6.10 Tear test 6.5-17
6.5.6.11 Topple test 6.5-18
6.5.6.12 Righting test 6.5-18
6.5.6.13 Vibration test 6.5-18
6.5.6.14 Test report 6.5-19

6.6 Requirements for the construction and testing of large packagings 6.6-1
6.6.1 General 6.6-1
6.6.2 Code for designating types of large packagings 6.6-1
6.6.3 Marking 6.6-1
6.6.3.1 Primary marking 6.6-1
6.6.3.2 Examples of the marking 6.6-2
6.6.4 Specific requirements for large packagings 6.6-2
6.6.4.1 Specific requirements for metal large packagings 6.6-2
6.6.4.2 Specific requirements for flexible material large packagings 6.6-2
6.6.4.3 Specific requirements for plastics large packagings 6.6-3
6.6.4.4 Specific requirements for fibreboard large packagings 6.6-3
6.6.4.5 Specific requirements for wooden large packagings 6.6-3
6.6.5 Test requirements for large packagings 6.6-4
6.6.5.1 Performance and frequency of test 6.6-4
6.6.5.2 Preparation for testing 6.6-4
6.6.5.3 Test requirements 6.6-5
6.6.5.4 Certification and test report 6.6-7
6.7 Requirements for the design, construction, inspection and testing of portable tanks and UN multiple element gas containers (MEGCs)

6.7.1 Application and general requirements

6.7.2 Requirements for the design, construction, inspection and testing of portable tanks intended for the carriage of substances of Class 1 and Classes 3 to 9

6.7.2.1 Definitions

6.7.2.2 General design and construction requirements

6.7.2.3 Design criteria

6.7.2.4 Minimum shell thickness

6.7.2.5 Service equipment

6.7.2.6 Bottom openings

6.7.2.7 Safety-relief devices

6.7.2.8 Pressure-relief devices

6.7.2.9 Setting of pressure-relief devices

6.7.2.10 Fusible elements

6.7.2.11 Frangible discs

6.7.2.12 Capacity of pressure-relief devices

6.7.2.13 Marking of pressure-relief devices

6.7.2.14 Connections to pressure-relief devices

6.7.2.15 Siting of pressure-relief devices

6.7.2.16 Gauging devices

6.7.2.17 Portable tank supports, frameworks, lifting and tie-down attachments

6.7.2.18 Design approval

6.7.2.19 Inspection and testing

6.7.2.20 Marking

6.7.3 Requirements for the design, construction, inspection and testing of portable tanks intended for the carriage of non-refrigerated liquefied gases

6.7.3.1 Definitions

6.7.3.2 General design and construction requirements

6.7.3.3 Design criteria

6.7.3.4 Minimum shell thickness

6.7.3.5 Service equipment

6.7.3.6 Bottom openings

6.7.3.7 Pressure-relief devices

6.7.3.8 Capacity of relief devices

6.7.3.9 Marking of pressure-relief devices

6.7.3.10 Connections to pressure-relief devices

6.7.3.11 Siting of pressure-relief devices
<table>
<thead>
<tr>
<th>Section</th>
<th>Description</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>6.7.3.12</td>
<td>Gauging devices</td>
<td>6.7-20</td>
</tr>
<tr>
<td>6.7.3.13</td>
<td>Portable tank supports, frameworks, lifting and tie-down attachments</td>
<td>6.7-20</td>
</tr>
<tr>
<td>6.7.3.14</td>
<td>Design approval</td>
<td>6.7-21</td>
</tr>
<tr>
<td>6.7.3.15</td>
<td>Inspection and testing</td>
<td>6.7-21</td>
</tr>
<tr>
<td>6.7.3.16</td>
<td>Marking</td>
<td>6.7-22</td>
</tr>
<tr>
<td>6.7.4</td>
<td>Requirements for the design, construction, inspection and testing of portable tanks intended for the carriage of refrigerated liquefied gases</td>
<td>6.7-24</td>
</tr>
<tr>
<td>6.7.4.1</td>
<td>Definitions</td>
<td>6.7-24</td>
</tr>
<tr>
<td>6.7.4.2</td>
<td>General design and construction requirements</td>
<td>6.7-24</td>
</tr>
<tr>
<td>6.7.4.3</td>
<td>Design criteria</td>
<td>6.7-26</td>
</tr>
<tr>
<td>6.7.4.4</td>
<td>Minimum shell thickness</td>
<td>6.7-26</td>
</tr>
<tr>
<td>6.7.4.5</td>
<td>Service equipment</td>
<td>6.7-27</td>
</tr>
<tr>
<td>6.7.4.6</td>
<td>Pressure-relief devices</td>
<td>6.7-28</td>
</tr>
<tr>
<td>6.7.4.7</td>
<td>Capacity and setting of pressure-relief devices</td>
<td>6.7-28</td>
</tr>
<tr>
<td>6.7.4.8</td>
<td>Marking of pressure-relief devices</td>
<td>6.7-28</td>
</tr>
<tr>
<td>6.7.4.9</td>
<td>Connections to pressure-relief devices</td>
<td>6.7-29</td>
</tr>
<tr>
<td>6.7.4.10</td>
<td>Siting of pressure-relief devices</td>
<td>6.7-29</td>
</tr>
<tr>
<td>6.7.4.11</td>
<td>Gauging devices</td>
<td>6.7-29</td>
</tr>
<tr>
<td>6.7.4.12</td>
<td>Portable tank supports, frameworks, lifting and tie-down attachments</td>
<td>6.7-29</td>
</tr>
<tr>
<td>6.7.4.13</td>
<td>Design approval</td>
<td>6.7-30</td>
</tr>
<tr>
<td>6.7.4.14</td>
<td>Inspection and testing</td>
<td>6.7-30</td>
</tr>
<tr>
<td>6.7.4.15</td>
<td>Marking</td>
<td>6.7-31</td>
</tr>
<tr>
<td>6.7.5</td>
<td>Requirements for the design, construction, inspection and testing of UN multiple-element gas containers (MEGCs) intended for the carriage of non-refrigerated gases</td>
<td>6.7-33</td>
</tr>
<tr>
<td>6.7.5.1</td>
<td>Definitions</td>
<td>6.7-33</td>
</tr>
<tr>
<td>6.7.5.2</td>
<td>General design and construction requirements</td>
<td>6.7-33</td>
</tr>
<tr>
<td>6.7.5.3</td>
<td>Service equipment</td>
<td>6.7-34</td>
</tr>
<tr>
<td>6.7.5.4</td>
<td>Pressure-relief devices</td>
<td>6.7-34</td>
</tr>
<tr>
<td>6.7.5.5</td>
<td>Capacity of pressure-relief devices</td>
<td>6.7-35</td>
</tr>
<tr>
<td>6.7.5.6</td>
<td>Marking of pressure-relief devices</td>
<td>6.7-35</td>
</tr>
<tr>
<td>6.7.5.7</td>
<td>Connections to pressure-relief devices</td>
<td>6.7-35</td>
</tr>
<tr>
<td>6.7.5.8</td>
<td>Siting of pressure-relief devices</td>
<td>6.7-35</td>
</tr>
<tr>
<td>6.7.5.9</td>
<td>Gauging devices</td>
<td>6.7-36</td>
</tr>
<tr>
<td>6.7.5.10</td>
<td>MEGC supports, frameworks, lifting and tie-down attachments</td>
<td>6.7-36</td>
</tr>
<tr>
<td>6.7.5.11</td>
<td>Design approval</td>
<td>6.7-36</td>
</tr>
<tr>
<td>6.7.5.12</td>
<td>Inspection and testing</td>
<td>6.7-36</td>
</tr>
<tr>
<td>6.7.5.13</td>
<td>Marking</td>
<td>6.7-37</td>
</tr>
</tbody>
</table>
6.8 Requirements for the construction, equipment, type approval, inspections and tests, and marking of tank-wagons, demountable tanks and tank-containers and tank swap bodies, with shells made of metallic materials, and battery-wagons and multiple element gas containers (MEGCs)

6.8.1 Scope

6.8.2 Requirements applicable to all classes

6.8.2.1 Construction

6.8.2.2 Items of equipment

6.8.2.3 Type approval

6.8.2.4 Inspections and tests

6.8.2.5 Marking

6.8.2.6 Requirements for tanks which are designed, constructed and tested according to standards

6.8.2.7 Requirements for tanks which are not designed, constructed and tested according to standards

6.8.3 Special requirements applicable to Class 2

6.8.3.1 Construction of shells

6.8.3.2 Items of equipment

6.8.3.3 Type approval

6.8.3.4 Inspections and tests

6.8.3.5 Marking

6.8.3.6 Requirements for battery-wagons and MEGCs which are designed, constructed and tested according to standards

6.8.3.7 Requirements for battery-wagons and MEGCs which are not designed, constructed and tested according to standards

6.8.4 Special provisions

6.8.5 Requirements concerning the materials and construction of shells of tank-wagons and tank-containers for which a test pressure of not less than 1 MPa (10 bar) is required, and of shells of tank-wagons and tank-containers intended for the carriage of refrigerated liquefied gases of Class 2

6.8.5.1 Materials and shells

6.8.5.2 Test requirements

6.8.5.3 Impact-strength tests

6.8.5.4 Reference to standards

6.9 Requirements for the design, construction, equipment, type approval, testing and marking of fibre-reinforced plastics (FRP) tank-containers including tank swap bodies

6.9.1 General

6.9.2 Construction

6.9.3 Items of equipment

6.9.4 Type testing and approval

6.9.5 Inspections

6.9.6 Marking
<table>
<thead>
<tr>
<th>Section</th>
<th>Requirements for the construction, equipment, type approval, inspection and marking of vacuum-operated waste tanks</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>6.10.1</td>
<td>General</td>
<td>6.10-1</td>
</tr>
<tr>
<td>6.10.2</td>
<td>Construction</td>
<td>6.10-1</td>
</tr>
<tr>
<td>6.10.3</td>
<td>Items of equipment</td>
<td>6.10-1</td>
</tr>
<tr>
<td>6.10.4</td>
<td>Inspection</td>
<td>6.10-3</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Section</th>
<th>Requirements for the design, construction, inspection and testing of bulk containers</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>6.11.1</td>
<td>Definitions</td>
<td>6.11-1</td>
</tr>
<tr>
<td>6.11.2</td>
<td>Application and general requirements</td>
<td>6.11-1</td>
</tr>
<tr>
<td>6.11.3</td>
<td>Requirements for the design, construction, inspection and testing of containers conforming to the CSC used as bulk containers</td>
<td>6.11-1</td>
</tr>
<tr>
<td>6.11.4</td>
<td>Requirements for the design, construction and approval of bulk containers other than containers conforming to the CSC</td>
<td>6.11-2</td>
</tr>
<tr>
<td>Part 7</td>
<td>Provisions concerning the conditions of carriage, loading, unloading and handling</td>
<td></td>
</tr>
<tr>
<td>-------</td>
<td>--------------------------------------------------------------------------------</td>
<td></td>
</tr>
<tr>
<td>7.1</td>
<td>General provisions</td>
<td></td>
</tr>
<tr>
<td>7-1</td>
<td>7.2 Provisions concerning carriage in packages</td>
<td></td>
</tr>
<tr>
<td>7-2</td>
<td>7.3 Provisions concerning carriage in bulk</td>
<td></td>
</tr>
<tr>
<td>7-3</td>
<td>7.3.1 General provisions</td>
<td></td>
</tr>
<tr>
<td>7-3</td>
<td>7.3.2 Additional provisions for the carriage in bulk when the provisions of 7.3.1.1 (a) are applied</td>
<td></td>
</tr>
<tr>
<td>7-4</td>
<td>7.3.3 Special provisions for carriage in bulk when the provisions of 7.3.1.1 (b) are applied</td>
<td></td>
</tr>
<tr>
<td>7-5</td>
<td>7.4 Provisions concerning carriage in tanks</td>
<td></td>
</tr>
<tr>
<td>7-7</td>
<td>7.5 Provisions concerning loading, unloading and handling</td>
<td></td>
</tr>
<tr>
<td>7-8</td>
<td>7.5.1 General provisions</td>
<td></td>
</tr>
<tr>
<td>7-8</td>
<td>7.5.2 Mixed loading prohibition</td>
<td></td>
</tr>
<tr>
<td>7-8</td>
<td>7.5.3 Protective distance</td>
<td></td>
</tr>
<tr>
<td>7-9</td>
<td>7.5.4 Precautions with respect to foodstuffs, other articles of consumption and animal feeds</td>
<td></td>
</tr>
<tr>
<td>7-9</td>
<td>7.5.5 (Reserved)</td>
<td></td>
</tr>
<tr>
<td>7-10</td>
<td>7.5.6 (Reserved)</td>
<td></td>
</tr>
<tr>
<td>7-10</td>
<td>7.5.7 Handling and stowage</td>
<td></td>
</tr>
<tr>
<td>7-10</td>
<td>7.5.8 Cleaning after unloading</td>
<td></td>
</tr>
<tr>
<td>7-10</td>
<td>7.5.9 (Reserved)</td>
<td></td>
</tr>
<tr>
<td>7-10</td>
<td>7.5.10 (Reserved)</td>
<td></td>
</tr>
<tr>
<td>7-10</td>
<td>7.5.11 Additional provisions applicable to certain classes or specific goods</td>
<td></td>
</tr>
<tr>
<td>7-16</td>
<td>7.6 Provisions for carriage as colis express (express goods)</td>
<td></td>
</tr>
<tr>
<td>7-17</td>
<td>7.7 Carriage of dangerous goods as hand luggage or registered luggage or in or on board motor vehicles (car on train)</td>
<td></td>
</tr>
</tbody>
</table>
Unofficial part of RID

Requirements for the testing of plastics receptacles